	
	Environmental Health Unit
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Cnr Greville and Chapel Streets

PO Box 21 

PRAHRAN 3181

Phone: 8290 3393
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 www.stonnington.vic.gov.au
	Application to Install a 

Domestic Greywater Treatment System

Application fee: $215.00


Applicant Details (If applicant not property owner, property owner declaration must be completed)
	Name of Applicant:


	

	Postal Address:
	
	Phone:

	
	
	Mob:


Property Details

	Property Address:
	

	
	

	
	

	Name of Property Owner:
	

	Postal Address
	
	Phone:

	
	
	Mob:

	Property Owner Declaration:
	I hereby authorise  ……………………………………………….. (insert applicant’s name) to apply for a permit to install/alter the waste water system at this property. 

I understand that as the property owner, I am responsible for ensuring that the ongoing maintenance and servicing of the system is carried out as per permit conditions, and as deemed necessary by Council.

Signature of Property Owner:


Installer Details

	Name of Plumber/Installer:
	
	PIC Licence no.:

	Postal Address:
	
	Phone:

	
	
	Mob:


System Details

	Name of system:
	
	EPA CofA no.:

	Manufacturer:
	
	No. of persons residing

 in dwelling:

	Storage capacity 

(Litres):
	Estimated daily 

flow (L/day):
	Irrigation 

area(m2): 
	Irrigation rate 

(L/m2day):

	Wastewater to be 

collected from:
	(washing machine     (bath     (shower    ( laundry trough     (basin   (kitchen waste water not permitted)

	Irrigation method/waste water uses:
	(subsurface irrigation       (drip system        (low throw sprinkler (coarse droplets)       (toilet flushing

	Application must be accompanied by a scale site plan showing all parts of the system, including location of all fixtures supplying or connected to system, storage chambers, pumps, irrigation area, overflow relief gully, and diversion to sewer. Plan must also show property boundaries, driveways, swimming pools and fall of land. 

	Note:

· Only wastewater systems with a valid ‘certificate of conformity’ for the system will be permitted. This should be obtained from the manufacturer.
· Design capacity will be based on annual rainfall of 525mm, and assumed soil percolation rate of 15mm/hr, unless a land capacity assessment has been carried out.

· System must not be constructed until a ‘permit to install’ has been issued.

· System must not be used until a ‘permit to use’ has been issued.

· It is the applicant’s responsibility to arrange a preliminary site inspection by an Environmental Health Officer prior to installing system, and a final inspection after system is completed. Permits will not be issued until site inspections have been completed.

	Office Use Only
	
	Preliminary Site inspection:
	

	Fee paid:

EHO:

Application Received:


	
	PTI issued:

Final Inspection:

PTU issued:
	


